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  Terminal  Battery Type

 Type Front Side Top

CYTX16-BS-1 
IB14L-A1

12N5.5-4A  IB9L-A2 
IB16AL-A2

12N24-3 IB7L-B I60-N24-A
12N24-3A IB7C-A 

CYTX14AH-BS CYTX20H-BS CYTX24HL-BS FAYTX20HL IB14A-A2
CYTX14AHL-BS CYTX20HL-BS FAYTX14AH FAYTX20HL-PW IB16B-A 
CYTX14L-BS CYTX20HL-BS-PW FAYTX14AHL FAYTX20L IB30CL-B   
CYTX20-BS CYTX20L-BS FAYTX20 FAYTX24HL IB30L-B
CYTX20CH-BS CYTX24HL FAYTX20H IB12C-A 

CYTX12-BS 
CYTX7A-BS

 
FAYIX30L

 
FAYTX9

 IB4L-B
CYTX14-BS 

CYTX7L-BS
 

FAYTX4L
 

FAYTZ7S
 

CYTX14H-BS 
CYTX9-BS

 
FAYTX5L

 
IB16C-B

 

CYTX4L-BS
 

FAYTX12
 

FAYTX7A
 

IB16CL-B
 

CYTX5L-BS

 

FAYTX14

 

FAYTX7L

 

IB4L-A

12N10-3A 12N7D-3B B39-6 IB16-B-LM IB9A-A
12N10-3A-1 12N9-4B-1 B54-6 IB16HL-A-LM IB9-B  
12N12A-4A-1 6N11-2D IB10L-B IB16L-B IB9L-B  
12N5.5-3B 6N11A-1B IB12A-A IB3L-A 
12N5.5A-3B 6N12A-2D IB12A-B IB5L-B 
12N5-4B 6N6-3B IB12AL-A IB7-A 
12N7-3B 6N6-3B-1 IB12AL-A2*  IB7B-B
12N7-4B B38-6A IB16-B IB7C-A  
  
HIB16A-AB IB16B-A1 IB18L-A I50-N18L-A
SI50-N18L-AT IB18-A I50-N18A-A I50-N18L-A-LM

12N11-3A-1 IB10L-B2 IB14-B2  
12N14-3A IB12AL-A2* IB14L-A2 
IB10A-A2 IB12B-B2 IB14L-B2  
IB10L-A2 IB14-A2 

12N9-3A
IHD-12

51814 51913 53030

CYT12A-BS CYTR9-BS CYT14B-BS FAYTZ10S FAYTZ14S
CYT12B-BS CYT7B-BS CYT9B-BS FAYTZ12S

CYTR4A-BS 

CYT4B-BS

TERMINAL CONFIGURATIONS
Terminal shapes vary from one battery to another.  By identifying the correct replacement battery from the listing in 
this book, you are assured of the proper terminal con   For custom applications, refer to the following chart 
to identify terminal shape and corresponding batteries.

1
2
3
4

5

6

7
8
9
10
11
12
13

*  Includes terminal adaptor for converting to top mount.

CYTX16-BS



Auto & Light Truck
Heavy Truck

Agriculture
Industrial

Law
n & Garden

Vintage
Pow

ersports
Reference

   CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A.◆
 BATTERY  AH  (± 1/16 IN)  (± 2 MM) FIGURE W/O  TYPE VOLUME CHARGE @ 0°F
 TYPE  (10H-R)     (AS PER COVER  ACID  (REFER TO (LITER) CURRENT (-18°C)
    L W H L W H POLARITY) LBS  PAGE 16) (AMP)

   CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A.◆
 BATTERY  AH  (± 1/16 IN)  (± 2 MM) FIGURE WITH  TYPE VOLUME CHARGE @ 0°F
 TYPE  (10H-R)     (AS PER COVER  ACID  (REFER TO (LITER) CURRENT (-18°C)
   L W H L W H POLARITY) LBS  PAGE 16)  (AMP)

FAYTX4L 3 4 1/2 2 13/16 3 3/8 114 71 86 2.9 5 0.18 0.4 50
FAYTX5L 4 4 1/2 2 13/16 4 3/16 114 71 106 3.5 5 0.24 0.5 70
FAYTX7A 6 6 3 7/16 3 3/4 150 87 94 5.3 5 0.33 0.7 90
FAYTX7L 6 4 1/2 2 13/16 5 3/16 114 71 131 5.1 5 0.33 0.6 85
FAYTZ7S 6 4 7/16 2 3/4 4 1/8 113 70 105 4.6 5 N/A 0.6 130
FAYTX9 8 6 3 7/16 4 3/16 150 87 105 5.4 5 0.40           0.9 120
FAYTZ10S 8.6 6 3 7/16 3 11/16 150 87 93 7.0 11 N/A 0.9 190
FAYTX12 10 6 3 7/16 5 1/8 150 87 130 7.5 5 0.60          1.2 180
FAYTZ12S 11 6 3 7/16 4 3/8 150 87 110 8.1 11 N/A 1.1 210
FAYTZ14S 11.2 6 3 7/16 4 3/8 150 87 110 8.6 11 N/A 1.1 230
FAYTX14 12 6 3 7/16 5 3/4 150 87 145 8.1 5 0.69          1.4 200
FAYTX14AH ††† 12 5 5/16 3 1/2 6 9/16 134 89 166 7.7 4 0.66     1.2 210
FAYTX14AHL 12 5 5/16 3 1/2 6 9/16 134 89 166 7.7 4 0.66 1.2 210
FAYTX20 18 6 7/8 3 7/16 6 1/8 175 87 155 11.2 4 0.93 1.8 270
FAYTX20H 18 6 7/8 3 7/16 6 1/8 175 87 155 12.4 4 0.93 1.8 310
FAYTX20HL 18 6 7/8 3 7/16 6 1/8 175 87 155 12.4 4 0.93 1.8 310
FAYTX20HL-PW 18 6 7/8 3 7/16 6 7/8 S 175 87 175 S 12.4 4 0.93     1.8 310
FAYTX20L 18 6 7/8 3 7/16 6 1/8 175 87 155 11.2 4 0.93    1.8 270
FAYTX24HL 21 8 1/8 3 7/16 6 3/8 205 87 162 14.4 4 0.99     2.1 350
FAYIX30L 30 6 9/16 5 6 7/8 166 126 175 22.0 5 N/A 2.8 385

HIGH PERFORMANCE SEALED MAINTENANCE FREE 

–

– +

+

+

+

–

–

+

+

–

††† Includes 10mm spacer for additional height required in replacing YB14A-A1 and YB14A-A2.
S Height with 20mm spacer included for use in replacing YB16CL-B.
◆ C.C.A. ratings are based on theoretical values.  For reference only.

   CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A.◆
 BATTERY  AH  (± 1/16 IN)  (± 2 MM) FIGURE W/O  TYPE VOLUME CHARGE @ 0°F
 TYPE  (10H-R)     (AS PER COVER  ACID  (REFER TO (LITER) CURRENT (-18°C)
    L W H L W H POLARITY) LBS  PAGE 16) (AMP)

CYTR4A-BS 2.3 4 1/2 1 15/16 3 3/8 114 49 86 2.0 12 0.14 0.3 45
CYT4B-BS 2.3 4 1/2 1 9/16 3 7/16 114 39 86.5 2.1 13 0.12 0.3 40
CYTX4L-BS 3 4 1/2 2 13/16 3 3/8 114 71 86 2.9 5 0.18 0.4 50
CYTX5L-BS 4 4 1/2 2 13/16 4 3/16 114 71 106 3.5 5 0.24 0.5 70
CYT7B-BS 6.5 6 2 9/16 3 11/16 150 65 93 5.0 11 0.33 0.7 85
CYTX7A-BS 6 6 3 7/16 3 3/4 150 87 94 5.3 5 0.33 0.7 90
CYTX7L-BS 6 4 1/2 2 13/16 5 3/16 114 71 131 5.1 5 0.33 0.6 85
CYT9B-BS 8 6 2 3/4 4 1/8 150 70 105 7.5 11 N/A 0.8 115
CYTR9-BS 8 6 3 7/16 4 3/16 150 87 105 5.8 11 0.40 0.9 120
CYTX9-BS 8 6 3 7/16 4 3/16 150 87 105 5.4 5 0.40 0.9 120
CYT12A-BS 9.5 6 3 7/16 4 3/16 150 87 105 6.3 11 0.47 1.0 175
CYT12B-BS 10 6 2 3/4 5 1/8 150 69 130 7.6 11 0.52 1.0 125

SEALED MAINTENANCE FREE Battery  12 VOLT
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FACTORY ACTIVATED SEALED MAINTENANCE FREE Battery  12 VOLT

CYTX14AH-BS ††† 12 5 5/16 3 1/2 6 9/16 134 89 166 7.7 4 0.66 1.2 210
CYTX14AHL-BS 12 5 5/16 3 1/2 6 9/16 134 89 166 7.7 4 0.66 1.2 210
CYTX14H-BS 12 6 3 7/16 5 3/4 150 87 145 8.6 5 0.69 1.4 240
CYTX20CH-BS 18 6 3 7/16 6 3/8 150 87 161 11.4 4 0.82 1.8 270
CYTX20H-BS 18 6 7/8 3 7/16 6 1/8 175 87 155 12.4 4 0.93 1.8 310
CYTX20HL-BS 18 6 7/8 3 7/16 6 1/8 175 87 155 12.4 4 0.93 1.8 310
CYTX20HL-BS-PW 18 6 7/8 3 7/16 6 7/8 S 175 87 175 S 12.4 4 0.93 1.8 310
CYTX20HL-BS 21 8 1/8 3 7/16 6 3/8 205 87 162 14.4 4 0.99 2.1 350
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  CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A.◆
 BATTERY AH  (± 1/16 IN)   (± 2 MM)  FIGURE W/O  TYPE VOLUME CHARGE @ 0°F
 TYPE (10H-R)       (AS PER COVER  ACID  (REFER TO (OZ) CURRENT (-18°C)
   L W H L W H POLARITY) LBS  PAGE 16)  (AMP)

HIGH PERFORMANCE CONVENTIONAL Battery  12 VOLT

+
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+
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◆ C.C.A. ratings are based on theoretical values. For reference only.
†     When ordering this battery, specify sensor.
**  When ordering this battery, specify terminal adaptor. 

   CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A.◆
 BATTERY  AH  (± 1/16 IN)  (± 2 MM) FIGURE W/O  TYPE VOLUME CHARGE @ 0°F
 TYPE  (10H-R)     (AS PER COVER  ACID  (REFER TO (LITER) CURRENT (-18°C)
    L W H L W H POLARITY) LBS  PAGE 16) (AMP)

CYTX12-BS 10 6 3 7/16 5 1/8 150 87 130 7.5 5 0.60 1.2 180

CYTX14-BS 12 6 3 7/16 5 3/4 150 87 145 8.1 5 0.69 1.4 200
CYTX14L-BS 12 6 3 7/16 5 3/4 150 87 145 8.1 5 0.69 1.4 200

CYT14B-BS

CYTX15L-BS 13 6 7/8 3 7/16 5 1/8 175 87 130 8.8 4 0.75 1.3 230
CYTX16-BS TS 14 6 3 7/16 6 3/8 150 87 161 10.3 4 0.78 1.4 230 

CYTX16-BS-1 TS 14 6 3 7/16 6 3/8 150 87 161 10.3 1 0.78 1.4 230 

CYTX20-BS 18 6 7/8 3 7/16 6 1/8 175 87 155 11.2 4 0.93 1.8 270
CYTX20L-BS 18 6 7/8 3 7/16 6 1/8 175 87 155 11.2 4 0.93 1.8 270

SEALED MAINTENANCE FREE Battery  12 VOLT (CONTINUED)

– +

+

–

+

–

+ –

+

–

+ –

+ –

–

+ –

+ –– ++

+

–

–

+

+ –

2.5 3 3/16 2 3/4 4 1/8 80 70 105 1.7  – 8.1 0.3 19

2.5 3 3/16 2 3/4 4 1/8 80 70 105 1.7 – 8.1 0.3 19

3 3 7/8 2 1/4 4 3/8 98 56 110 2.5 6 8.1 0.3 32

3 3 7/8 2 1/4 4 3/8 98 56 110 2.5 6 8.1 0.3 32

4 4 3/4 2 3/4 3 5/8 120 70 92 2.8 5 10.1 0.4 56

4 4 3/4 2 3/4 3 5/8 120 70 92 2.8 5 10.1 0.4 56

5 4 3/4 2 3/8 5 1/8 120 60 130 3.5 6 12.2 0.5 65

8 5 5/16 3 5 1/4 135 75 133 5.1 6 20.3 0.8 124

7 6 2 3/8 5 1/8 150 60 130 4.0 6 16.9 0.7 95

8 5 1/8 3 9/16 4 1/2 130 90 114 5.1 3 20.3 0.8 124

8 5 5/16 3 5 1/4 135 75 133 5.1 3 20.3 0.8 124

9 5 5/16 3 6 1/8 135 75 155 5.3 6 20.3 0.9 124

9 5 5/16 3 5 1/2 135 75 139 5.3 2 20.3 0.9 124

9 5 5/16 3 5 1/2 135 75 139 5.3 6 20.3 0.9 130

9 5 5/16 3 5 1/2 135 75 139 5.3 6 20.3 0.9 130

11 5 5/16 3 9/16 6 1/8 135 90 155 7.0 8 27.0 1.1 160

11 5 5/16 3 9/16 5 3/4 135 90 145 7.0 8 27.0 1.1 160

11 5 5/16 3 9/16 5 3/4 135 90 145 7.0 6 27.0 1.1 160

11 5 5/16 3 9/16 5 3/4 135 90 145 7.0 8 27.0 1.1 160

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 27.0 1.2 165

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 27.0 1.2 165

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 27.0 1.2 165

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 25.4 1.2 165

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 25.4 1.2 165

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 8 25.4 1.2 165

IB2.5L-C

IB2.5L-C-1

IB3L-A

IB3L-B

IB4L-A

IB4L-B

IB5L-B

IB7-A

IB7B-B

IB7C-A

IB7L-B

IB9A-A

IB9L-A2

IB9-B

IB9L-B

IB10A-A2

IB10L-A2

IB10L-B

IB10L-B2

IB12A-A

IB12A-A W/S †

IB12A-A W/TA **

IB12AL-A W/TA **

IB12AL-A

IB12AL-A2

–

– +

+

+

–

+

–

+ –

+

–

+ –

–

– +

+

+

–

–

+

+ –

12 6 2 3/4 5 3/4 150 70 145 10.1 11 N/A 1.2 135+ –

+ –– +

+ –
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  CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A.◆
 BATTERY AH  (± 1/16 IN)   (± 2 MM)  FIGURE W/O  TYPE VOLUME CHARGE @ 0°F
 TYPE (10H-R)       (AS PER COVER  ACID  (REFER TO (OZ) CURRENT (-18°C)
   L W H L W H POLARITY) LBS  PAGE 16)  (AMP)

HIGH PERFORMANCE CONVENTIONAL Battery Speci�cations 12 VOLT (CONTINUED)

✳   @ 20 hr. rate
• Values based on DIN standard.
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12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 25.4 1.2 165

12 6 5/16 3 9/16 5 1/8 160 90 130 7.1 8 27.0 1.2 165

12 5 5/16 3 3/16 6 7/8 134 80 175 7.1 4 27.0 1.2 165

14 5 5/16 3 1/2 6 9/16 134 89 166 7.6 8 30.4 1.4 190

14 5 5/16 3 1/2 6 15/16 134 89 176 7.9 8 30.4 1.4 190

14 5 5/16 3 1/2 6 9/16 134 89 166 7.6 1 30.4 1.4 190

14 5 5/16 3 1/2 6 9/16 134 89 166 7.6 8 30.4 1.4 190

14 5 5/16 3 1/2 6 9/16 134 89 166 7.6 8 30.4 1.4 190

14 5 5/16 3 1/2 6 9/16 134 89 166 7.6 8 30.4 1.4 190

16 8 1/8 2 13/16 6 7/16 207 71.5 164 8.6 2 37.2 1.6 200

16 6 3 5/8 7 1/16 151 91 180 8.5 7 30.4 1.6 210

19 6 7/8 4 6 1/8 175 100 155 10.5 6 40.6 1.9 240

19 6 7/8 4 6 1/8 175 100 155 10.5 6 40.6 1.9 255

19 6 7/8 4 6 1/8 175 100 155 10.5 6 40.6 1.9 240

19 6 7/8 4 6 1/8 175 100 155 10.5 6 40.6 1.9 255

16 6 5/16 3 9/16 6 3/8 160 90 161 8.4 4 33.8 1.6 207

16 6 5/16 3 9/16 6 3/8 160 90 161 8.4 7 33.8 1.6 207

19 6 7/8 4 6 7/8 175 100 175 10.1 5 40.6 1.9 240

19 6 7/8 4 6 7/8 175 100 175 10.1 5 40.6 1.9 240

18 7 1/8 3 9/16 6 3/8 180 90 162 9.4 7 40.6 1.8 235

18 7 1/8 3 9/16 6 3/8 180 90 162 9.4 7 40.6 1.8 235

20 8 1/8 3 9/16 6 15/16 205 90 176 11.2 7 50.7 2.0 260

20 8 1/8 3 9/16 6 3/8 205 90 162 11.2 7 47.3 2.0 260

20 8 1/8 3 9/16 6 7/16 205 90 162 11.2 7 47.3 2.0 275

20 8 1/8 3 9/16 6 3/8 205 90 162 11.2 7 47.3 2.0 260

28 7 1/4 4 7/8 6 7/8 184 124 175 14.4 3 57.5 2.8 300

30 6 5/8 5 3/16 6 15/16 168 132 176 14.1 4 57.5 3.0 300

30 6 5/8 5 3/16 7 9/16 168 132 14.5 4 57.5 3.0 300

19✳ 7 7/16 3 1/4 6 7/8 186 82 171 9.4 10 33.8 1.9 100 •

19✳ 7 7/16 3 1/4 6 7/8 186 82 171 9.4 10 33.8 1.9 100 •

30✳ 7 7/16 5 1/8 6 7/8 186 130 171 16.1 10 54.1 3.0 180 •

◆ C.C.A. ratings are based on theoretical values. For reference only.
✓  This battery includes a sensor.

IB12A-B

IB12B-B2

IB12C-A

IB14-A2

IB14A-A2

IB14L-A1

IB14L-A2

IB14L-B2

IB14-B2

IB16AL-A2

HIB16A-AB

IB16-B

IB16-B-LM

IB16L-B

IB16HL-A-LM

IB16B-A

IB16B-A1

IB16C-B

IB16CL-B

IB18-A

IB18L-A

I50-N18A-A

I50-N18L-A

I50-N18L-A-LM

SI50-N18L-AT ✓

I60-N24-A

IB30L-B

IB30CL-B

51814

51913

53030



Au
to

 &
 L

ig
ht

 Tr
uc

k
He

av
y 

Tr
uc

k
Ag

ri
cu

ltu
re

In
du

st
ri

al
La

w
n 

& 
Ga

rd
en

Vi
nt

ag
e

Po
w

er
sp

or
ts

Re
fe

re
nc

e

  CAPACITY  DIMENSIONS – INCHES  DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT  TERMINAL ACID REGULAR C.C.A. u
 BATTERY AH  (± 1/16 IN)   (± 2 MM)  FIGURE W/O  TYPE VOLUME CHARGE @ 0°F
 TYPE (10H-R)       (AS PER COVER  ACID  (REFER TO (OZ) CURRENT (-18°C)
   L W H L W H POLARITY) LBS  PAGE 16)  (AMP)

5 4 3/4 2 3/8 5 1/8 120 60 130 3.1 6 13.5 0.5 39

5.5 5 5/16 2 3/8 5 1/8 135 60 130 4.3 6 13.5 0.6 60

5.5 5 5/16 2 3/8 5 1/8 135 60 130 4.3 2 13.5 0.6 60

5.5 4 1/16 3 9/16 4 1/2 103 90 114 4.3 6 16.9 0.6 58

7 5 5/16 3 5 1/4 135 75 133 4.9 6 16.9 0.7 74

7 5 5/16 3 5 1/4 135 75 133 4.9 6 16.9 0.7 74

7 5 5/16 3 5 15/16 135 75 150 4.9 6 20.3 0.7 74

9 5 5/16 3 5 1/2 135 75 139 5.4 9 20.3 0.9 85

9 5 5/16 3 5 1/2 135 75 139 5.4 6 20.3 0.9 85

10 5 5/16 3 9/16 5 3/4 135 90 145 6.4 6 27.0 1.0 103

10 5 5/16 3 9/16 5 3/4 135 90 145 6.4 6 27.0 1.0 103

11 5 5/16 3 9/16 6 1/8 135 90 155 7.5 8 27.0 1.1 128

12 5 5/16 3 3/16 6 5/16 134 80 160 6.8 6 23.7 1.2 113

14 5 5/16 3 1/2 6 9/16 134 89 166 7.5 8 27.0 1.4 128

24 7 1/4 4 7/8 6 7/8 184 124 175 12.1 3 40.6 2.4 200

24 7 1/4 4 7/8 6 7/8 184 124 175 12.1 3 40.6 2.4 200

25 8 1/8 5 1/4 6 1/2 206 133 165 13.3 9 74.4 2.8 240

CONVENTIONAL Battery Specifications 12 VOLT
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  CAPACITY  DIMENSIONS – INCHES   DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT ACID REGULAR
 BATTERY AH  (± 1/16 IN)   (± 2 MM)  FIGURE W/O  ACID VOLUME CHARGE
 TYPE (10H-R)       (AS PER COVER  (OZ) CURRENT
   L W H L W H POLARITY) LBS Kg  (AMP)

2 2 3/4 1 7/8 3 3/4 70 47 96 1.0 .4 3.4 0.2

2 2 3/4 1 7/8 3 3/4 70 47 96 1.0 .4 3.4 0.2

2 2 3/4 1 7/8 3 3/4 70 47 96 1.0 .4 3.4 0.2

2 2 3/4 1 7/8 3 3/4 70 47 96 1.0 .4 3.4 0.2

2 2 3/4 1 7/8 3 3/4 70 47 96 1.0 .4 3.4 0.2

2 2 3/4 1 7/8 4 3/16 70 47 106 1.0 .4 3.4 0.2

2 2 3/4 1 7/8 4 3/16 70 47 106 1.0 .4 3.4 0.2

4 2 13/16 2 13/16 3 3/4 71 71 96 1.3 .6 6.8 0.4

4 2 13/16 2 13/16 3 3/4 71 71 96 1.3 .6 6.8 0.4

4 2 13/16 2 13/16 3 3/4 71 71 96 1.3 .6 6.8 0.4

4 2 13/16 2 13/16 3 3/4 71 71 96 1.3 .6 6.8 0.4

4 2 13/16 2 13/16 3 3/4 71 71 96 1.3 .6 6.8 0.4

4 2 3/8 2 1/4 5 1/8 61 57 131 1.7 .7 6.8 0.4
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u C.C.A. ratings are based on theoretical values. For reference only.

CONVENTIONAL Battery Specifications 6 VOLT
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12N5-4B

12N5.5-3B

12N5.5-4A

12N5.5A-3B

12N7-3B

12N7-4B

12N7D-3B

12N9-3A

12N9-4B-1

12N10-3A

12N10-3A-1

12N11-3A-1

12N12A-4A-1

12N14-3A

12N24-3A

12N24-3

IHD-12 

6N2-2A

6N2-2A-1

6N2-2A-3

6N2-2A-4

6N2-2A-8

6N2A-2C

6N2A-2C-3

6N4-2A

6N4-2A-3

6N4-2A-4

6N4-2A-5

6N4-2A-8(6)

6N4A-4D
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Auto & Light Truck
Heavy Truck

Agriculture
Industrial

Law
n & Garden

Vintage
Pow

ersports
Reference

CAPACITY DIMENSIONS – INCHES DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT ACID REGULAR
BATTERY AH (± 1/16 IN) (± 2 MM) FIGURE W/O  ACID VOLUME CHARGE

TYPE (10H-R) (AS PER COVER (OZ) CURRENT
L W H L W H POLARITY) LBS Kg (AMP)

6N4B-2A 4 4 1 7/8 3 3/4 102 48 96 1.7 .7 6.8 0.4

6N4B-2A-3 4 4 1 7/8 3 3/4 102 48 96 1.7 .7 6.8 0.4

6N4B-2A-5 4 4 1 7/8 3 3/4 102 48 96 1.7 .7 6.8 0.4

6N4C-1B 4 2 13/16 2 13/16 4 1/8 71 71 105 1.4 .6 6.8 0.4

6N5.5-1D 5.5 3 9/16 2 3/4 3 15/16 90 70 100 1.8 .8 10.1 0.6

6N5.5-1D-1 5.5 3 9/16 2 3/4 3 15/16 90 70 100 1.8 .8 10.1 0.6

6N6-1B 6 3 7/8 2 1/4 4 3/8 99 57 111 2.0 .9 10.1 0.6

6N6-3B 6 3 7/8 2 1/4 4 3/8 99 57 111 2.0 .9 10.1 0.6

6N6-3B-1 6 3 7/8 2 1/4 4 3/8 99 57 111 2.0 .9 10.1 0.6

6N6-1D-2 6 3 7/8 2 1/4 4 3/8 99 57 111 2.0 .9 10.1 0.6

B39-6 7 4 15/16 1 7/8 4 15/16 126 48 126 2.8 1.3 10.1 0.7

6N11-2D 11 5 7/8 2 3/4 3 15/16 150 70 100 3.5 1.6 13.5 1.1

6N11A-1B 11 4 13/16 2 7/16 5 1/8 122 62 131 3.5 1.6 13.5 1.1

B54-6 12 6 1/8 2 1/4 4 9/16 156 57 116 3.8 1.7 16.9 1.2

6N12A-2D 12 6 1/8 2 1/4 4 9/16 156 57 116 3.8 1.7 15.2 1.2

B38-6A 13 4 11/16 3 1/4 6 15/16 119 83 161 4.7 2.1 21.0 1.3

6IB8L- B 8 4 3/4 2 3/4 3 3/4 120 70 95 3.0 1.4 10.5 0.8

6IB11-2D 11 5 7/8 2 3/4 3 15/16 150 70 100 4.4 2.0 13.5 1.1

CONVENTIONAL Battery Specifications 6 VOLT
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DIMENSIONS – INCHES DIMENSIONS – MILLIMETERS ASSEMBLY WEIGHT TERMINAL C.C.A.
BATTERY (± 1/16 IN) (± 2 MM) FIGURE WITH TYPE @ 0°F

TYPE (AS PER COVER ACID (REFER TO (-18°C)
L W H L W H POLARITY) (LBS) PAGE 16)

SP-18 7 3/4 5 1/8 7 1/8 194 130 181 15.0 14 145

SP-18R 7 3/4 5 1/8 7 1/8 194 130 181 15.0 14 145

SP-24 7 3/4 5 1/8 7 1/8 194 130 181 16.0 14 160

SP-30 7 3/4 5 1/8 7 1/8 194 130 181 17.0 14 230

SP-30R 7 3/4 5 1/8 7 1/8 194 130 181 17.0 14 230

SP-35 7 3/4 5 1/8 7 1/8 194 130 181 17.0 14 300

SP-40 7 3/4 5 1/8 7 1/8 194 130 181 20.0 14 340

RIDING MOWER Battery Specifications 12 VOLT
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